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Typical Properties of Molded

GECET™ F-100 Expandable Resin
	PROPERTY
	UNITS
	ASTM

TEST
	NOMINAL VALUE @



	
	
	
	2.5 lbs/ft³


	4 lbs/ft³



	Compressive Strength @ 10% Compression

@ 15% Compression

@ 20% Compression
	psi (Mpa)
	D-1621
	38  (0.26)

42  (0.29)

45  (.031)
	74  (0.51)

80  (0.55)

85  (0.59)

	Flexural Strength
	psi (Mpa)
	C-203
	92  (0.63)
	186  (1.28)

	Thermal Resistance

(R-VALUE)
	R-Value for 1” of thickness
	C-518
	3.2
	3.3

	MVSS Flammability
	Pass/Fail
	FMVSS-302
	PASS
	PASS


(CHEMICAL RESISTANCE- See Technical Bulletin 5-4.0)

______________

The information contained herein is provided for general purposes only.  By providing the information contained herein, Fagerdala USA-Peru, Inc. makes no guaranty or warranty, and does not assume any liability with respect to the accuracy or completeness of such information, or the product results in any specific instance and hereby expressly disclaims any implied warranties of merchantability or fitness for a particular purpose, or any other warranties or representations whatsoever, expressed or implied.  Nothing contained herein shall be construed as a license to use the products of Fagerdala USA-Peru, Inc. in any manner that would infringe any patent.
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